
StrandPoplarDecking

Strandwovenwoodisanewtypeofwoodwhichmadebycompressingofstrandoffast-growing

woodveneerunderintensepressure.Ithascharacteristicofhighstrength,largedimension,

naturalwoodgrainandexcellentphysicalproperties.Becauseofitsincrediblehardness,itis

idealforfamilieswithactivelifestylesandpetsorchildren.Thepatternandmarblingformedby

thecompressionprocresscreatbeautifulanddistinctpatternsonthefloorandplywood.

·Selectpoplarveneersvarefullywhichhavenoscar,noworm-hole,noresidualbark,andnopatch

·Home-madeadhesivesoastoensurebondstrength

·Specialmildew-prooftreatment

·Breakthroughinnovation,strongerandmoredurablethansolidwooddeckingandstrandwoven

bamboodeckingwithoutsacrificingbeautyorfunctionality

·Specialwaterrepellenttreatment

·Dimensionallystableanddurable 

·Slipresistant,UVtolerant

·Termite&WhiteAntresistant

·Fireretardant

·Color:naturalandcustomization

·thesize:2400x145x18mm and2400*292*23mm

Technology：

fast-growingwoodlogs--lengthdetermination--peelthebark--dipintothealkalinewater,boiland

softenthelogs--rotarycutintotheveneer--klindrying--dipintothespecialsolutiontosoftenthe

veneer--drain and klin drying--dip into the special adhesive solution--drain and klin

drying--weighingandputintothesteelmolds--highpressedunder3000～3200tonsofpressure,

thesteelmoldsareboltedtogetheratthetoptomaintainthepressure--movedtotheconveyer

ovenwhereheatisappliedtothecompressedblocks--cooled--thestabilizedblocksareremoved

from themolds--trimmingandlayinthedryandventilatedplacefor25daysatleastsoastofully

coolandeliminate internalstress--sawintopiecesasperrequirement--layinthebalanceoven

to drop the moisture--lay in the dry and ventilated place again for 10-15

days--sand--tongue/groove--lacquer--inspection--product packed--store and out of the

storehouse

TestReport:

Moisture: 6.5%






